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Basic System Operations
Turning System On

Touch the screen to awaken from sleep mode, and then touch the ZERO Button. The display will read “Zeroing...
Please Wait”, then display 0.0 when system is ready for weighing.

Sleep Mode

With no weight on the platform, or after the display is zeroed, the display will power down to a sleep mode

after 20 seconds.

Display Functions
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Figure 1
Display/Home Screen
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ITEM DESCRIPTION

@ Current Weight

Displays current patient weight. Touching the displayed weight will switch
the weight reading to a QR Code for easy scanning. Touch again to switch back.

® WEIGH Button

Clear the Recall memory and start a new weighing cycle.

(® RECALL Button

Recall the last saved weight. Recalled weight reading will be displayed. The
RECALL button is only displayed in the Auto Hold weigh mode and when there
is a weight value stored.

@ ZERO Button

Resets Current Weight to “0.0 LBS” (or “KG”). Touch the ZERO button before
placing a patient onto the weighing platform and to erase the last saved weight.
Ensure that nothing is in contact with the weighing surface during the procedure.

@ Current Weight Unit

The weight unit of the Current Weight. Change between LB or KG in the settings.

@ Stable Weight Icon

The Stable Weight icon 0'.'0 blinks while actively weighing and then becomes
steady when weight is stable.

(G) Settings Icon

The Settings icon £ enters the system settings to set weight units (LB or KG),
toggle Continuous or Auto Holds weigh modes, perform calibration, or view
system information.
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System Settings

Accessing the Settings Menu
1. Fromthe Home Screen (Figure 1), press the Settings Icon {b . A ’keyboard will appear.

2. Enter password “12345".

3. Pressthe checkmarkicon 4. The Settings Menu will appear on screen (Figure 2).

Settings
Settings Weight Data N o
O ——|— WeightData
Units — @
® ——— | Remote Display @
. Data Mode
® —— | cCalibrate Scale
& AutoHold —— @
® —— System Info (O Continuous +—— @
Figure 2
Settings Menu

ITEM DESCRIPTION

@ Weight Data page Set weight units (LB or KG) and Data Modes (Auto Hold or Continuous).

( Remote Display page | Connect to a remote display.

@ Calibrate Scale page | Recalibrate the scale platform (see Page 5).

(® System Info page View contact information, model number and software version information.
(® Home Button Exit the Settings Menu by pressing the Home icon ﬁ
@ Weight Units Switch the Current Weight display to measure LB or KG.

With Auto Hold enabled, the RECALL button will also be enabled on the
Display Screen. When the system detects a stable weight, that value will be
stored in the system memory. This stored value can be displayed by pressing
the RECALL button with no weight on the platform.

©® Auto Hold Mode

With Continuous enabled, the RECALL mode will be disabled. The RECALL

@ Continuous Mode button will not appear after a stable weight is seen.
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Calibration CALIBRATION TOLERANCE TABLE

Checking Calibration (LBS)

1. Ensure that nothing is in contact with the weighing .. Applied . ..
platform during this procedure. Remove hands Low Limit Load High Limit
from the system when noting the displayed
calibration results. 99.8 100.0 100.2

va 199.6 200.0 200.4
Equipment Alert
Do Not Use barbells or un-calibrated weights. 299.4 300.0 300.6
2. Select known calibrated weights (NIST Class 7). 399.2 400.0 400.8
3. Zero the scale by pressing the ZERO button. Figure 3
Calibration Table

4. Place the calibrated weight on the scale. Wait for scale
to stabilize; note scale reading.

5. Scale readings should be within Calibration Tolerance (Figure 3). If Current Weight reading is outside the

Calibration Tolerance range, proceed to Setting Calibration.

Pl

Equipment Alert
Qualified service personnel only should perform this procedure. Load cells have no user
serviceable components and should not be tampered with for any reason. Re-calibration
is generally not required, but should be verified periodically to ensure accuracy. The
recommendation for calibration check is at least once every 12 months, or as individual
maintenance policy requires.

Pl

Equipment Alert
The integrated circuits and semiconductors on the printed circuit boards may be damaged
by electrostatic discharge (ESD). Be sure to use proper handling precautions at all times.

Setting Calibration

1.

Ensure that nothing is in contact with the weighing platform during this procedure. Remove hands from the
system when noting the displayed calibration results.

Select known calibrated weights (NIST Class 7).
From Home Screen, tap the Settings Icon “b to enter the Settings menu. Touch the Calibrate Scale page.

Remove all weight from the platform and press Done. Then, place the chosen calibrated weight on the scale.
Wait for scale to stabilize.

Touch the Enter Weight field under Calibration Weight. A keypad will appear, then enter the value of the
calibrated weight on the table top.

Press the checkmark icon to verify value entry. The keypad will close and go back to the Calibrate Scale page.
Press the Save icon . Display will automatically go to the Home Screen with displayed weight.

Remove calibrated weight, touch the ZERO button. Then place calibrated weight on scale once more. Current
Weight should read the weight value of the calibrated weight.
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Troubleshooting

SYMPTOM REASON / CORRECTIVE ACTION

Ensure Signal Cable is connected. There should be a weight difference between

Display reads 0.0 having the Signal Cable connected compared to being disconnected.

Display does not turn on Power may be lost. Check circuit breaker switch and the power module.

Scale may need to be calibrated. Follow the Calibration steps on Page 5.
Display reads incorrect weight If Calibration fails to cure the problem, call Olympic Veterinary Service
at 800-789-6867.

Contact Us

Olympic Veterinary Corporation, Customer Service
16040 Christensen Road, Suite 205
Tukwila, WA 98188

Phone: 800-789-6867
Email: Service@OlyVet.com
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